
TECHNICAL INFORMATION 

Rabobank Arena Capacities 

End stage -         9,000 

End stage 360 - 10,225 

Center stage - 10,225 

Half-house -          6,400 

Portable Stage 

Stage Right Staging System 

72' x 48' x 48" - 78" ( adjustable ) 

120' of StageRight Crowd Control System barricade  

Arena Floor  

Floor type: concrete 

Floor load capacity: 300 psi. 

Floor dimensions with dashers in: 200' X 85'. 

Arena Electrical Service 

All services are 3 phase 5 wire with cam locks, Crouse Hinds E1016 series 600A rated 
3 phase plus ground and neutral.  
 
Backstage Right at elephant door entry to bowl 
(4) 400amp services 
(1) 150amp service 
(2) 100amp services 
Grounds and neutrals are all male at this location 
 
Stage Left (50' off stage left) 
(1) 400amp service 
(1) 200amp service 
Grounds and neutrals are all male at this location 
 
Mid-house Right 
(2) 100amp services 
Both male and female grounds and neutrals provided at this location 
 
Loading Dock Area (shore power) 



400amp, 3 phase with cam locks 
(2) 200amp with cam locks 
Grounds and neutrals are all male at this location 
 
Arena Spotlights 

6 Xenon Super Trouper IIs in permanent locations 

6 Lycian 1290 XLT follow Spots. 2 at center bowl and 4 at north end of bowl 

Arena Loading Dock 

3) back-up docks (8' x 8' doors), 2) with levelers 

1) drive-in door (16' w x 16' h) 

Loading dock area is 19' below grade with entrance off "N" street via security gate 

Arena Dressing Rooms 

1) Home Team: 18' x 18' 

2) Dressing rooms: 20' x 16' 

2) Tournament rooms: 24' x 16' 

2) Tournament rooms: 24' x 10' 

All rooms have shower and restroom areas in addition to the above dimensions listed 

 

Theater and Convention Center Capacities 

Theater Seating: 

CAPACITY - 3,000 fixed seats 

Seating is on one rake divided into three sections (orchestra, terrace, and balcony) 

Theater House Mix Position 

Rear of orchestra section "D", 90' from downstage edge of orchestra pit. There is a cable run in concrete 

under seats from downstage edge of stage at center, to the mix position. 

Theater Orchestra Pit 

80' long x 12' deep, with hydraulic lift 

Pit drops appox. 12' below stage level 



Theater Stage 

Total stage size: 140' wide x 52' deep 

Stage apron: 80' wide x 20' deep 

Stage material: concrete stage 

Proscenium height: 25' 

Locking rail contains 46 lines, fly floor located stage-left 

Floor to grid: 66' (Please call the Director of Operations for current line plot) 

Ante-proscenium: ante-pro ceiling slot is 40' to curtain line 

Floor limits: 10,000 lbs./sq.ft. 

Theater and Convention Center Floor 

Floor type: concrete 

Floor load capacity: 10,000 lbs./sq. ft. 

Floor dimensions: 210' X 140' (exhibit hall) 

Theater and Convention Center Loading Docks 

Truck loading area: 140' wide x 160' deep area can accommodate up to 8 semi- trailers 

Loading doors: 13' wide x 15' high and 20' wide x 16' high 

Theater Electrical Service 

Backstage Right: 

400amp, 3 phase (40' from curtain line) 

400 amp, 3 phase (250' from curtain line) 

400 amp, 3 phase (250' from curtain line) (this is a second  400A service, not a typo) 

200amp, 3 phase (25' above stage and 62' from curtain line) 

Backstage Center: 

200 amp, 3 phase (25' above stage and 52' from curtain line) 

Backstage Left: 200 amp, 3 phase (25' above stage and 62' from curtain line) 



Backstage Left  

200amp, 3 phase (25' above stage and 62' from curtain line) 

Exhibit Hall: 

1600amp, 3 phase 

- 2) 200amp, 3 phase at north end on east and west sides, 25' above floor. 

- 1) 200amp, 3 phase at north end, center, 30' above floor. 

- 1) 200amp, 3 phase at center of floor, 30' above floor. 

- 2) 200amp, 3 phase at center on east and west sides, 25' above floor. 

- 2) 200amp, 3 phase at south on east and west sides, 25' above floor.  

Show Box Layouts (For booths): 

1) duplex per 8' x 10' or 10' x 10' booth space 

duplex can be adjusted to 10amp, 20amp, or 30amp as needed. 

Shore Power: 

1) 200amp, 3 phase  

Theater Spotlights 

2) Xenon super troupers (located at rear of house) 

2) Strong trooper carbon arc ( located in the center of the exhibit hall) 

Theater and Convention Center Dressing Rooms 

4) Principle rooms (carpeted with adjoining toilet/showers) on the west sideof the exhibit hall  

2) Chorus rooms (20 -25 members, not carpeted, each contains its own toilet/shower facilities) on the 

east side of the exhibite hall 

2) Conductors rooms (not carpeted with adjoining toilet/shower) on the east side of the exhibit hall 

14) Other meeting rooms (sizes 20 -200 person capacities) 

Theater Video Projection 

Projectors: 2 Sanyo PLC-XP57L projectors mounted on ante-pro focused on stage right and stage left 9 

X12 screens. Kramer video 



switcher/scaler model VP-719xl can accept composite, component, VGA, S-video, and DVI inputs 

 

 

Theater house sound points: 

Two 1 ton chain motors in ceiling on either side of stage, (4 total), at front lip of stage 50' from center. 

 

Dance Floor 

Parquet dance floor consists of 267 3X3’ tiles, total square feet 2403, metal edging ramps to deck 

 

Theater projection screen 

16’x20’ rear projection screen 

 

Theater STAGE LIGHTING 

Source 4 Leko 575 watt: 

19 Degree - 49 

26 Degree - 34 

36 Degree - 30 

50 Degree – 10 

10 Degree – 3 

2K Fresnel - 24 

1.5K Beam Projector - 40 

Stage electrics: 

1st electric - RBGW strip lights with roundels 

2nd electric - 25 20A circuits 

3rd electric - RBGW strip lights with roundels and 16 20A circuits 



4th electric - RBGW strip lights with roundels and 16 20A circuits 

5th electric - RBGW strip lights with roundels and 16 20A circuits 

6th electric - RBGW strip lights with roundels and 25 20A circuits 

 


